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Materials:
2 H \ g « Insulator: PB.T. Glass Filled, UL94V-0
L = 8 .
o - Soldering Temperature: 235°C
UL j‘ | I ¢ Spring Wire: 0.35MM Thickness Phosphor
i | Bronze Gold Plating over Nickel
305 | 8.89
e Color: Black
Electrical:
8.89 ¢ Insulation Resistance: 500MQ Min.
0 0.90
1.27 iw;_f 0 e Contact Resistance: 20MQ Max.
R - @a e Rating Current: 1.5A Max.
g’o‘: Al A - | 3 . .
< 1| 4 ] — ¢ Rating Voltage: 120V AC
& :Li}\ 03.20 = o Dielectric Withstanding: 1,000V AC at 1 Minute
@ =
3 ‘ 0 1.60 | @ ——=  Operating Temperature: -40°C ~ +85°C
200 1.4 - ¢ Durability: 500 Mating cycles Min.
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PCB LAYOUT
( Top View )
Unit: MM
Scale 1:1 Name Item No.
TOLERANCE Drawn | 12.21.11 | Chappell A-2004-2-2-LP/S-R
XX +0.40 X
XXX | +0.25 Approved TItIeVery Low Profile PCB Jack - RJ45, 90°,
XXXX | 20.15 Shielded, Side Entry, 30"
R Drawing No.
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